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EXISTING SIDEWALK REMAINS

KEY TO SYMBOLS
LINE INDICATES EXIT PATH OF TRAVEL AND
ARROW INDICATES DIRECTION OF TRAVEL

INDICATES FIRE-RATED PARTITION

LIFE SAFETY PLAN NOTES
1. BUILDING IS ONE FIRE AREA OF 7,014 GSF.
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*
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*

INDICATES 20 MINUTE FIRE-RATED OPENING*

2. OCCUPANCY TYPE OF FIRE AREA IS "B" (BUSINESS).
3. OCCUPANT LOAD OF FIRE AREA IS

7,014 GSF / 100 GSF PER PERSON = 72 PERSONS.
4. DISTANCE TO PROPERTY LINES EXCEEDS

30 FEET IN ALL DIRECTIONS.

TRAVEL DISTANCE
FROM THIS POINT
= 87' - 7" (WEST EXIT)
ALTERNATE ROUTE
= 90' - 1" (EAST EXIT)

DOOR CLEAR WIDTH: 34"
EXIT CAPACITY @ 34.0" / 0.2"

= 170 persons
OCCUPANT LOAD
FOR THIS DOOR:
71 / 3 = 24 persons

TRAVEL DISTANCE FROM 
THIS POINT (WORST CASE)
= 111' - 5" (WEST EXIT)

ALTERNATE ROUTE = 88'- 4"    (NORTH EXIT)

142' - 4" OVERALL DIAGONAL MEASUREMENT

142' - 4" / 2 = 71' - 2" REQUIRED DISTANCE BETWEEN EXITS
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FOR REFRIG.

REMOVE
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SELECTIVE DEMOLITION - GENERAL NOTES
1. DOTTED LINES (NOT DASHED) INDICATE ITEMS TO BE REMOVED.

IN GENERAL, ALL WORK THAT IS ASSOCIATED WITH THE
ITEM INDICATED SHOULD ALSO BE REMOVED, IF IT CAN BE
REASONABLY INFERRED (FOR EXAMPLE, DOOR REMOVAL
WOULD INCLUDE FRAMES, THRESHOLD AND HARDWARE).

2. PROTECT ALL ITEMS & EXISTING WORK INDICATED TO REMAIN.

3. BUILDING WILL BE IN USE DURING DEMOLITION ACTIVITY.
THEREFORE CONTRACTOR SHALL:

a. PROTECT BUILDING STAFF & VISITORS BY USE OF
WARNING SIGNS, BARRICADES, DRAPES, ETC.

b. COORDINATE WORK SCHEDULE & WORK AREAS WITH
BUILDING STAFF, IN ORDER TO MINIMIZE DISRUPTION.

c. COORDINATE UTILITY INTERRUPTIONS & OUTAGES.
PROVIDE ADVANCE NOTICE @ 24 HOURS AND @ 1 HOUR.

4. LIMIT IMPACT OF DUST & DEBRIS BY DAILY CLEANING.

5. PROVIDE TEMPORARY WEATHER & SECURITY BARRIERS
WHERE WINDOWS & DOORS ARE REMOVED AND WILL BE
LEFT OVERNIGHT OR ANY LONGER DURATION.

6. PROVIDE TEMPORARY SHORING & BRACING AS NECESSARY
TO PROTECT EXISTING WORK & BUILDING OCCUPANTS.

7. ITEMS INDICATED TO BE REMOVED & REUSED SHALL BE
SALVAGED, STORED & PROTECTED FROM DAMAGE.

8. ITEMS INDICATED TO BE  REMOVED BUT NOT REUSED IN
THE WORK SHALL BE SEPARATED INTO LOTS AS FOLLOWS:

a. RECYCLABLE SALVAGE MATERIALS, FOR EXAMPLE:
ALL SCRAP METALS;
CONCRETE, TILE & BRICK;
GYPSUM BOARD;
ACOUSTICAL CEILING TILE.

THESE ITEMS SHALL BE TRANSPORTED TO THE
APPROPRIATE COLLECTION / PROCESSING STATIONS.  

b. NON-RECYCLABLE MATERIALS and/or TRASH SHALL
BE REMOVED FROM THE PREMISES AND DISPOSED IN
LEGAL LANDFILLS.

9. CONTRACTOR OR  SUBCONTRACTORS SHALL RETAIN ALL
PROCEEDS FROM SALE OF RECYCLED MATERIALS.

SELECTIVE DEMOLITION - SCOPE OF WORK
1. PROJECT WILL BE BROKEN INTO THREE MAJOR PHASES

( 1, 2 and 3 ) AS INDICATED BY PHASE LINES ON THE FLOOR
PLAN DRAWING.  PHASE 1 DEMOLITION SHALL OCCUR FIRST,
FOLLOWED BY PHASE 1 NEW CONSTRUCTION .

2. ALL FINISH FLOORING SHALL BE REMOVED & REPLACED, WITH
THE EXCEPTION OF:  ROOMS #106 (WOMEN), #107 (JANITOR),
#108 (ELECTRICAL), #110 (MEN), and #114 (DATA / COMM).

FLOORING REMOVAL / REPLACEMENT WORK WILL PROCEED INTER-
MITTENTLY, AS ROOMS BECOME AVAILABLE DURING VARIOUS PHASES.

3. REMOVE SUSPENDED ACOUSTICAL CEILING SYSTEMS & DRYWALL
CEILINGS IN AREAS TO BE RENOVATED (EXCEPT CATHEDRAL
CEILING ABOVE COURTROOM), BECAUSE THE CEILING LAYOUT
IN THOSE AREAS WILL BE CHANGED AS PART OF NEW WORK.

4. REMOVE PLUMBING FIXTURES WHERE INDICATED ON SHEET P-2.

WHERE SUPPLY & WASTE LINES WILL NO LONGER BE USED, REMOVE
PIPING TO BELOW SLAB OR ABOVE CEILING.  INSTALL PERMANENT
CAPS / PLUGS.

WHERE SUPPLY & WASTE LINES WILL BE RE-USED, STUB PIPING
TO A LOGICAL TERMINATION POINT TO COORDINATE WITH THE
NEW PLAN AND PROVIDE TEMPORARY CAPS / PLUGS.

5. REMOVE ELECTRICAL DEVICES & FIXTURES WHERE WALLS,
ENTIRE ROOMS OR CEILINGS ARE INDICATED TO BE REMOVED.
SEE ELECTRICAL DEMOLITION PLAN, SHEET E-2.
CAP LOOSE ELECTRICAL WIRES.  LABEL CIRCUIT, COIL WIRE,
AND TIE UP ABOVE CEILING LINE FOR FUTURE USE.

6. REMOVE HVAC REGISTERS / GRILLES, EXHAUST FANS, AND
DUCTWORK WHERE ENTIRE ROOMS OR CEILINGS ARE
INDICATED TO BE REMOVED.  SEE MECHANICAL SHEET M-2.

STUB SUPPLY / RETURN DUCTS TO A LOGICAL TERMINATION
POINTS ABOVE CEILING LINE TO COORDINATE WITH THE NEW PLAN
AND PROVIDE TEMPORARY CAP / PLUG FOR EASY FUTURE RE-USE.

7. REMOVE ALL OTHER MISCELLANEOUS ITEMS INDICATED AND / OR,
WHICH CAN REASONABLY BE INFERRED FROM THE DEMOLITION PLAN
AND AS PREPARATION FOR THE PROPOSED NEW WORK.

8. WHERE ITEMS ARE REMOVED, RESTORE REMAINING WORK TO MATCH
ORIGINAL CONDITION.  REPLACE / REPAIR / PATCH VOIDS OR OPENINGS
IN FINISH SURFACES AND SUPPORTING WORK (FRAMING, SLABS, ETC.)
AS NECESSARY.
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PHASE 1 - RENOVATE THIS AREA SO DISPATCH CAN BE RELOCATED HERE

PHASE 1 - RENOVATE THIS AREA TO PROVIDE SECOND FIRE EXITEXISTING SIDEWALK REMAINS

PHASE 2 - RENOVATE AREA CONSISTING
OF FIRE RATED CORRIDOR AND FORMER

COURTROOM FACILITIES

PHASE 3 - RENOVATE REMAINING OFFICES
NORTH OF FIRE RATED CORRIDOR
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CONTRACT ALLOWANCES

1. SCHEDULE OF ALLOWANCES:

EXISTING CEILING GRID REPAIR & REPLACEMENT $ 1,500.00
CONTRACTOR'S ALLOWANCE FOR CARPET: $      32.00 / YARD.
CONTRACTOR'S ALLOWANCE FOR CERAMIC FLOOR TILE: $        7.00 / SF.
CONTRACTOR'S ALLOWANCE FOR APPLIANCES: $ 4,500.00.

(Include all necessary cords & icemaker water supply hose)

MATERIAL & PRODUCT NOTES

1.     NEW DOORS SHALL MATCH EXISTING DOOR VENEER SPECIES & FINISH.  EXISTING
        DOORS TO BE REFINISHED SHALL BE STRIPPED OR SANDED AND THEN VARNISHED.

2.     NEW CEILING HEIGHTS SHALL BE +/- 10'-0" IN FORMER COURTROOM AREA.
        IN OTHER AREAS, MATCH EXISTING CEILING HEIGHTS UNLESS NOTED OTHERWISE.

3.     WALLS SHALL EXTEND TO 6" MIN. ABOVE FINISH CEILING.

4.     NEW METAL WALL STUDS SHALL BE MIN. 20 GAUGE.  PROVIDE SLIDING CONNECTIONS
        AT OVERHEAD STRUCTURE TO MINIMIZE DRYWALL DAMAGE FROM DEFLECTION / UPLIFT.

5.     WALL SURFACE MATERIAL SHALL BE 5/8" GYPSUM BOARD.
        PROVIDE 5/8" FIRE-RATED GYPSUM BOARD AT RATED WALLS.

6.     PAINT ALL WALLS WITH 1 COAT OF PRIMER/SEALER PLUS 2 COATS OF 100% ACRYLIC
        LATEX PAINT (EGGSHELL FINISH), EXCEPT AT KITCHEN SPLASH & TOILET ROOMS USE
        LOW-GLOSS (or SEMI-GLOSS) ENAMEL FINISH.

7.     NEW FACE BRICK SHALL BE SAME SIZE AS EXISTING FACE BRICK, IN A COMPLEMENTARY 
        THROUGH-COLOR (USE A DARKER SHADE THAN EXISTING) SELECTED BY ARCHITECT.

8.     NEW CARPETING SHALL BE DIRECT-GLUED, 3/8" PILE, LEVEL LOOP, ANTI-STATIC AND
        ANTI-MICROBIAL TREATED NYLON.

9.     NEW VCT FLOOR SHALL BE ARMSTRONG, TARKETT OR EQUIVALENT IN STANDARD
        RANGE OF COLORS & PATTERNS.  INSTALLATION SHALL INCLUDE ALL NECESSARY
        SLAB PREP.  STRIP and POLISH NEW TILE w/ 1 COAT SEALER + 3 FINISH COATS.

10.   NEW CASEWORK & COUNTERTOPS SHALL BE CUSTOM GRADE, PLASTIC LAMINATE
        COVERED, REVEAL OVERLAY, STYLE A (FRAMELESS).  PROVIDE 0.12 - inch (3 mm) PVC 
        EDGE BANDING.
                LAMINATE GRADE FOR EXPOSED SURFACES: HGS.
                LAMINATE GRADE FOR SEMI-EXPOSED SURFACES: VGS.
                DRAWER BOTTOMS, SIDES & BACKS:  THERMOSET DECORATIVE SURFACE. 

11.   CORNER GUARDS SHALL BE EQUIVALENT TO "150BN BLUNOSE SURFACE MOUNT
        CORNER GUARD" BY INPRO CORP., IN STANDARD VINYL COLORS.

12.   CABLING, JACKS AND OTHER "SOFT" INFRASTRUCTURE FOR DATA, VIDEO, SECURITY &
        ELECTRONIC ACCESS SYSTEMS SHALL BE BY OWNER.
        "HARD" INFRASTRUCTURE FOR THE ABOVE REFERENCED SYSTEMS (EMPTY CONDUIT
        & WALL BOXES) SHALL BE PROVIDED BY G. C.  SEE ELECTRICAL DRAWINGS.

13.   INSULATION:  FOR SOUND ATTENUATION, PROVIDE UNFACED BATTS INSIDE ALL NEW
        STUD WALLS (BATT THICKNESS APPROPRIATE FOR STUD SIZE) AND PROVIDE 6" UN-
        FACED BATTS ABOVE LAY-IN CEILINGS AT ALL NEW ROOMS (EXCEPT FIRE-RATED CORRIDOR).

14.   COORDINATE LOCK KEYING SYSTEM WITH EXISTING MASTER KEY SYSTEM.

15.   PROVIDE COMMISSIONING (TESTING & BALANCING) OF ALL HVAC SYSTEMS, BOTH NEW
        AND REFURBISHED.  CONDUCT ORIENTATION & TRAINING OF OWNER'S DESIGNATED
        PERSONNEL FOR MAINTENANCE & OPERATION. (SEE NOTES ON MECHANICAL SHEETS).

PASS-THRU
EVIDENCE LOCKER

BY OWNER -
OPENING BY GC

PROVIDE EIFS FINISH OVER
3/4" RIGID FOAM OVER

5/8" DENS-GLASS SHEATHING
OVER METAL STUD FRAMING.

SCORE EIFS SIMILAR TO
EXISTING SURFACE PATTERN.
PROVIDE COLOR & FINISH TO
MATCH CONCRETE PANELS.

4 
7/

8"
TY

PI
CA

L

NEW CARPET

NEW CARPET

NEW CARPET

HALL

NEW CARPET
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NEW CARPET

NEW CARPET

NEW V.C.T. NEW CARPET

NEW CERAMIC TILE

NEW V.C.T.

EXISTING FLOOR
TO REMAIN

NEW CARPET

NEW CARPET
LINE WALLS & INSIDE OF

DOOR w/ FRP PANELS
LAMINATED TO DRYWALL

LINE WALLS w/ FRP PANELS
LAMINATED TO DRYWALL

NEW V.C.T. OVER
LEVELING COMPOUNDEXISTING FLOOR

TO REMAIN

4 7/8"

PVC J-MOLDING
@ TRANSITION FROM

WALL TILE TO
PAINTED DRYWALL

(SEE SPECS)

NEW V.C.T.

NEW V.C.T.

EXISTING FLOOR
TO REMAIN

EXISTING FLOOR
TO REMAIN

EXISTING FLOOR
TO REMAIN

NEW CARPETNEW V.C.T.

NEW CERAMIC TILE

CARPET

FILL OPENING
w/ SIMILAR

CONSTRUCTION

FILL OPENINGS
w/ SIMILAR

CONSTRUCTION

FILL OPENING
w/ SIMILAR

CONSTRUCTION

4 7/8"
TYPICAL
OVERALL

7 1/4"

7 
1/

4" 4 7/8"

4 
7/

8"
KEY TO SYMBOLS

EXISTING WALLS TO REMAIN IN PLACE

PLAN
NORTH

NEW 20 MIN
RATED DOOR #16

FIRE RATED
OVERHEAD

COILING DOOR
60" W x 60" H

(VERIFY SIZE)

7 
1/

4"

HALL

NEW CARPET
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(TOUCH UP, REPAIR & REPAINT ALL SURFACES)

INDICATES DIVIDING LINE BETWEEN PHASES 1 & 2

INDICATES FIRE-RATED PARTITION

NEW 6" METAL STUD & DRYWALL PARTITION

6'
-0

 7
/8

"
6'

-1
"

4'
-4

 3
/4

"

NEW
EMERGENCY

EXIT

7 1/4"

FILL FORMER DOOR OPENING
w/ SIMILAR INSULATED CAVITY

WALL & MASONRY VENEER
CONSTRUCTION. LEAVE 3/8" OPEN

JOINTS @ EXTERIOR HEAD &
JAMBS. FILL w/ BACKER ROD

& COMPATIBLE SEALANT.

PROVIDE DRYWALL L-BEAD
TRIM @ HEAD & JAMBS OF

FORMER OPENING. SEAL w/
COMPATIBLE SEALANT

BEFORE PAINTING.

STORAGE ROOM
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142

113

OFFICE
118

116 - 117

OFFICE
119

HOLDING
120

HOLDING
121

HALL

141

WRAP WINDOW
JAMB, HEAD & SILL

w/ DRYWALL
& CORNER BEAD

PATCH & REFINISH
DRYWALL WHERE
WALL IS REMOVED

(TYPICAL).

PATCH & REFINISH
DRYWALL WHERE
WALL IS REMOVED

(TYPICAL).

PATCH & REFINISH
DRYWALL WHERE
WALL IS REMOVED

(TYPICAL).

3'-0"

4'
-4

 3
/4

"

3'-0" 8"

INSULATE ROOF DRAIN
w/ PIPE WRAP and
BOX IN w/ METAL

STUDS & DRYWALL

REMOVE WINDOW
AND FILL OPENING
w/ SIMILAR CONST.

6'-4"

30
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30
70

6'-11 1/4"

6'
-1

1 
1/

4"

3070

PLAN
NORTH

LOBBY

SAW CUT THROUGH BRICK VENEER
AND ATTACH P.T. 2 x 4 BLOCKING TO
MTL. FRAMED WALL (BOTH SIDES).

3070

30
70

30
70

NEW 12" THICK x 16" WIDE CONC.
FOOTING w/ (2) No.4 REBAR CONT.

EXISTING CHAIN LINK FENCE TO REMAIN

NEW CARPETNEW CARPET

CORRIDOR SHALL HAVE
1-HOUR RATED

DRYWALL CEILING

CAP THIS CHASE
w/ 5/8" FIRE-RATED

DRYWALL

LOBBY & BACK HALL
TO HAVE 1-HR RATED

DRYWALL CEILING ABOVE
UNRATED SUSPENDED
ACOUSTIC TILE CEILING

16'-8"

NEW 3 5/8" METAL STUD & DRYWALL PARTITION
(FINISHED WALL THICKNESS  4 7/8")

EXISTING EXTERIOR PRECAST CONCRETE PANELS

EXISTING EXTERIOR BRICK VENEER

* 30
70 NUMBER INDICATES DOOR SIZE IN FEET & INCHES

(ALL NEW DOOR HEIGHTS ARE 7'-0")
SYMBOL INDICATES A 20 MINUTE FIRE-RATED DOOR
WITH CLOSER AND LATCH

SHADING INDICATES A NEW DOOR, HOLLOW METAL
FRAME & HARDWARE SET

GENERAL REQUIREMENTS
1. COST OF PERMITS SHALL BE PAID BY OWNER (TOWN OF WF).

2. GENERAL CONTRACTOR SHALL PROVIDE WORKER'S COMPENSATION
AND BUSINESS GENERAL LIABILITY INSURANCE IN FORMS AND
AMOUNTS ACCEPTABLE TO TOWN PURCHASING DEPARTMENT
PER STANDARD "MEMORANDUM OF UNDERSTANDING"
(COPY OF MEMORANDUM IS ATTACHED TO PROJECT MANUAL).

3. PROVIDE COMPLETE WORK & FIXTURES INDICATED ON DRAWINGS.
PROVIDE ALL ITEMS THAT CAN BE REASONABLY INFERRED TO BE ASSOCIATED

        WITH THE WORK INDICATED.  FOR EXAMPLE:  A NEW DOOR WILL NECESSARILY
        INCLUDE FRAMES, THRESHOLD, HARDWARE & OTHER ACCESSORIES.

4. BUILDING WILL BE IN USE DURING CONSTRUCTION ACTIVITY.
THEREFORE CONTRACTOR SHALL:

a. PROTECT BUILDING STAFF & VISITORS BY USE OF WARNING SIGNS,
                BARRICADES, DUST CURTAINS, ETC.

b. COORDINATE WORK SCHEDULE & WORK AREAS WITH FACILITY STAFF,
IN ORDER TO MINIMIZE DISRUPTION.

c. COORDINATE UTILITY INTERRUPTIONS & OUTAGES.
PROVIDE ADVANCE NOTICE @ 24 HOURS AND @ 1 HOUR.

5. LIMIT IMPACT OF DUST & DEBRIS BY DAILY CLEANING.
        SCOPE OF WORK SHALL ALSO INCLUDE A FINAL DEEP CLEANING PRIOR

TO OWNER'S OCCUPANCY.

6.     TEMPORARY POWER PANEL FOR CONSTRUCTION MAY BE ENERGIZED
        FROM EXISTING BUILDING CIRCUITS.

7.     PROVIDE TEMPORARY SANITARY FACILITIES (PORTABLE TOILETS) FOR
        CONSTRUCTION PERSONNEL.  DO NOT USE EXISTING FACILITY TOILETS.

SEE PROJECT MANUAL FOR EXPANDED / DETAILED INFORMATION.

SEE PROJECT MANUAL FOR EXPANDED / DETAILED INFORMATION.

NEW CONSTRUCTION NOTES

1. DIMENSIONS SHOWN ARE FINISH SURFACE TO FINISH SURFACE, UNLESS
SPECIFICALLY NOTED OTHERWISE.

2. INSTALL NEW WORK FLUSH / PLANE WITH EXISTING WORK FOR BEST POSSIBLE
APPEARANCE.

3. CONSTRUCTION WASTE MANAGEMENT:

a. SET ASIDE RECYLABLE MATERIALS, FOR EXAMPLE:
SCRAP METAL OF ALL TYPES; CORRUGATED CONTAINERS;
CONCRETE, TILE & BRICK;  THESE ITEMS SHALL BE TRANSPORTED TO THE
APPROPRIATE MATERIAL COLLECTION / PROCESSING STATIONS.  

b. NON-RECYCLABLE MATERIALS and/or TRASH SHALL BE REMOVED FROM THE
PREMISES AND DISPOSED IN LEGAL LANDFILLS.

c. CONTRACTOR RESPONSIBLE FOR WASTE MANAGEMENT SHALL RETAIN ALL
PROCEEDS FROM SALE OF RECYCLED MATERIALS.

4. CONTRACTOR SHALL ACCOMMODATE INSTALLATION OF OWNER-PROVIDED ITEMS
BY OTHER VENDORS, AND SHALL NOT BE HELD RESPONSIBLE FOR ANY SCHEDULE
DELAYS CAUSED BY SAME.

5. FOR COMPLETE SCOPE OF WORK, SEE ALSO THE DEMOLITION PLAN, OTHER ARCH-
ITECTURAL DRAWINGS, AND PLUMBING / MECHANICAL / ELECTRICAL DRAWINGS.
AN APPEARANCE OF, OR REFERENCE TO, AN ITEM OF WORK ON ANY SHEET,
REGARDLESS OF WHETHER IT OCCURS ON OTHER SHEETS, MEANS THE ITEM
SHALL BE INCLUDED IN THE BASIC BID PRICE.

SEE PROJECT MANUAL FOR EXPANDED / DETAILED INFORMATION.

SUBMITTALS

1. SUBMIT PRODUCT DATA & SAMPLES FOR ARCHITECT'S REVIEW & SELECTION
AND OWNER'S CONFIRMATION.

2. ALLOW SUFFICIENT ADVANCE TIME FOR SUBMITTAL REVIEW & POSSIBLE RETURN
FOR CORRECTION.  ARCHITECT & OWNER SHALL NOT BE RESPONSIBLE FOR
CONTRACT DELAYS CAUSED BY POORLY TIMED OR INCORRECT SUBMITTALS.

SEE PROJECT MANUAL FOR EXPANDED / DETAILED INFORMATION.

SEE PROJECT MANUAL FOR EXPANDED / DETAILED INFORMATION.
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BUILT-IN COUNTERTOP
@ 36" AFF (MAX.)

SEE DETAIL, SHEET A-2.1
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CR

INDICATES A DOOR
w/ ELECTRIC STRIKE
& CARD READER
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@ OLD WINDOW

(BOTH SIDES)

PATCH WALL
@ OLD

WINDOW
& DRINKING
FOUNTAINS

UNISEX

UNISEX
143

NEW CERAMIC TILE

NEW CERAMIC TILE
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FIRE EXTINGUISHER
IN CABINET (FEC)

CORNER
GUARD (CG)
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32bINSULATE ROOF DRAIN
w/ PIPE WRAP and
COVER w/ METAL

STUDS & DRYWALL
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(CG)

CAP THIS CHASE
w/ 5/8" FIRE-RATED

DRYWALL

GROMMET
FOR CORDS

(3 TOTAL)

EXISTING
DOOR & FRAME

REMAIN (REFINISH)

LINE WALLS & INSIDE OF
DOOR w/ FRP PANELS

LAMINATED TO DRYWALL

48" HIGH NYLON CORNER GUARD(CG)
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PHASE 1 - RENOVATE THIS AREA SO DISPATCH CAN BE RELOCATED HERE

PHASE 1 - RENOVATE THIS AREA TO PROVIDE SECOND FIRE EXIT
REPAIR OPENING

AROUND NEW DOOR
w/ SIMILAR CONST.

EXISTING SIDEWALK REMAINS

PHASE 2 - RENOVATE AREA CONSISTING
OF FIRE RATED CORRIDOR AND FORMER

COURTROOM FACILITIES

PHASE 3 - RENOVATE REMAINING OFFICES
NORTH OF FIRE RATED CORRIDOR
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225 South Taylor Street
Wake Forest, NC 27587

Wake Forest
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CAP THIS VOID w/ 5/8" FIRE-
RATED DRYWALL (TAPED)
AND 1/2" FRT PLYWOOD.

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

COORDINATE CEILING LAYOUT WITH ELECTRICAL 
AND MECHANICAL DRAWINGS. MAKE ADJUSTMENTS 
TO CEILING GRID (INCLUDING MAIN RUNNER 
LOCATIONS) AS NECSSARY.

GYPSUM BOARD
CEILING (REFINISH)

GYPSUM BOARD
CEILING (REFINISH)

MR

MR / VR

NEW CEILING LAYOUT,
TILES & LIGHTING

2' x 2' LED TROFFER FIXTURE

RECESSED CAN LIGHT w/ STANDARD TRIM and
COMPACT FLUORESCENT LAMP (WARM WHITE COLOR)

LIGHTED EXIT SIGN w/ DIRECTIONAL ARROW
(CEILING MOUNTED)

EMERGENCY EXIT LIGHTS (WALL MOUNTED)

FIXTURE SYMBOLS
PLAN

NORTH

LETTERS INDICATE WHETHER FIXTURE SERVES AS
NIGHT LIGHT (N) OR EMERGENCY EXIT LIGHT (E) 

N / E

RECESSED CAN LIGHT w/ WALL-WASHER TRIM and
COMPACT FLUORESCENT LAMP (WARM WHITE COLOR)

E

N

N

N

GYPSUM BOARD
CEILING (REFINISH)

GYP. BD.
CEILING

(REFINISH)

EXISTING GYPSUM BOARD
CEILING (REFINISH)

MR

EXISTING TROFFER FIXTURE TO REMAIN

LETTERS INDICATE WHETHER FIXTURE IS RATED
VANDAL RESISTANT (VR) OR MOISTURE RESISTANT (MR) 

LED SURFACE MOUNTED FIXTURES
FOR GYPSUM BOARD CEILINGS

PREVIOUSLY RETROFIT w/ LED LAMPS & DRIVERS

EMERGENCY EXIT LIGHTS (CEILING MOUNTED)

6"

1'
-0

"
1'

-0
"

6"

6"
1'

-6
"

1'-6" 1'-6"

CEILING TILE CUTTING DIAGRAM
FOR RECESSED LIGHTS AND OTHER FIXTURES
(ENLARGED SCALE)

CEILING SCOPE OF WORK
THE FOLLOWING DESCRIPTION IS PROVIDED AS A CONVENIENCE
FOR CLARIFICATION TO THE BIDDER / CONTRACTOR.  IT SHALL
NOT BE UNDERSTOOD AS A LIMITATION OF THE SCOPE OF WORK
TO THESE ITEMS ONLY.

2. FROM THE MAIN EXIT CORRIDOR SOUTH (INCLUDING THE
MAIN EXIT CORRIDOR), PROVIDE ALL NEW CEILING GRID.
SEE PROJECT MANUAL FOR PRODUCT SPECIFICATIONS.

3. FROM THE MAIN EXIT CORRIDOR NORTH, EXISTING GRID
SYSTEM SHALL REMAIN IN PLACE.  SEE PROJECT MANUAL
FOR A CONTRACTOR'S ALLOWANCE FOR REPAIR
& REPLACEMENT OF DAMAGED COMPONENTS.

4. THREE ROOMS IN THE NORTH END SHALL HAVE THE
EXISTING CEILING GRID REWORKED:  DISPATCH, STORAGE,
AND BREAK ROOM.  FOR CONTRACT PURPOSES, ASSUME
THE ENTIRE GRID SYSTEM IN EACH OF THESE ROOMS
SHALL BE REMOVED & REPLACED.

5. ALL SCRAP METAL FROM CEILING GRID REMOVAL WORK
(GRID COMPONENTS AND HANGER WIRE) SHALL BE COLLECTED
FOR DELIVERY TO SCRAP METAL SALVAGE YARD.  DO NOT
PUT SCRAP METAL IN WASTE CONTAINER / TRASH DUMPSTER.

6. PROVIDE NEW 24" x 24" x 5/8" COMMERCIAL GRADE ACOUSTIC
TILES FOR ENTIRE BUILDING.  THERE ARE NO FIRE RATED
ACOUSTIC CEILINGS.  SEE PROJECT MANUAL FOR SPECIFICATIONS.

7. PROVIDE A MAINTENANCE STOCK OF REPLACEMENT TILES
IN ORIGINAL FACTORY PACKAGING, IN A QUANTITY EQUAL TO
5% OF THE TOTAL INSTALLATION.

AIR SUPPLY DIFFUSERS

AIR RETURN GRILLES

EXHAUST FAN OR EXHAUST GRILLE
8. NEW 5/8" THICK GYPSUM BOARD CEILING AT EVIDENCE ROOM

SHALL ALIGN WITH EXISTING CEILING. METAL CONTROL JOINT
SHALL BE USED AT JUNCTION FOR A NEATER APPEARANCE.

9. REPAIR AND REFINISH OTHER EXISTING GYPSUM BOARD
CEILINGS SCHEDULED TO REMAIN IN PLACE, INCLUDING THE
EXTERIOR CEILING AT MAIN ENTRANCE.

1. ALL EXISTING LAY-IN ACOUSTIC TILES SHALL BE REMOVED
AND STACKED N PALLETS FOR PICK-UP BY CEILING TILE
VENDOR / MANUFACTURER TO BE RECYCLED.

1'
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"
1'

-0
"

1'-0"1'-0"

EX

EX

EX

NEW GRID, REALIGNED
(WALLS REMOVED & ROOMS COMBINED)

NEW GRID
CEILING

GYPSUM BOARD
CEILING (REFINISH)
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NT
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JO
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1 HOUR RATED WALL

CEILING NOTES
1. EXISTING LIGHT FIXTURES IN ROOMS NORTH OF

THE MAIN EXIT CORRIDOR HAVE NOT ALL BEEN
DOCUMENTED.  ADDITIONAL INFORMATION MAY
BE FOUND ON ELECTRICAL SHEETS E-2 AND E-3.

2.

16 GAUGE x 6" METAL STUD TRACK
USED AS WALL LEDGER (TYPICAL)

(2) 16 GAUGE TRACK, ATTACHED
BACK-TO-BACK w/ STAGGERED SCREWS
EVERY 6" OC AND USED AS HEADER

18 GAUGE x 6" METAL STUDS @ 16" OC
USED AS JOISTS (TYPICAL)

PROVIDE METAL DRYWALL CONTROL
JOINT AT ALL TRANSITIONS (TYPICAL).

8'
-0

"

(2) 16 GAUGE x 6" TRACK, ATTACHED
BACK-TO-BACK w/ STAGGERED SCREWS
EVERY 6" OC AND USED AS HEADER

THIS MEMBER ONLY: (1)
16 GAUGE WALL TRACK,
CONTINUES ACROSS
OPENING,

1 HOUR RATED CEILING FRAMING PLAN
SEE CORRIDOR SECTION DRAWING FOR ADDITIONAL DETAIL.

PROVIDE (1) LAYER OF 5/8" DRYWALL (TAPED) ON BOTH TOP & BOTTOM SIDE 
OF CEILING FRAMING.

AFTER TAPING DRYWALL, FASTEN (1) LAYER OF 1/2" (NOMINAL)
FIRE-RETARDANT TREATED PLYWOOD ON TOP AS A TRAFFIC LAYER.

FIRE SEAL ALL PIPE & CONDUIT PENETRATIONS.

PROVIDE FIRE DAMPERS AT DUCT PENETRATIONS.

CAP THIS VOID w/ 5/8" FIRE-
RATED DRYWALL (TAPED)
AND 1/2" FRT PLYWOOD.

3/16" = 1'-0"

A-1.2

7,014 GSF

Reflected
Ceiling

Plan

NEW GRID, REALIGNED
(WALLS REMOVED & ROOMS COMBINED)

EX

MR

EX

EXEX
DS-1
UNIT @
CEILING

EX

MR

EX

EX

THESE JOISTS ARE 12" OC
( ALL OTHERS ARE 16" OC )

EXISTING
GYPSUM BOARD

CEILING (REFINISH)

NEW 5/8"
GYPSUM BOARD

CEILING

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

BE REUSED

EXISTING RETRO-
FIT LED FIXTURE
TO BE REUSED

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

EXISTING RETRO-
FIT LED FIXTURE

TO REMAIN

AT THE FIRE-RATED MAIN CORRIDOR, ABOVE THE
SUSPENDED ACOUSTICAL CEILING IS A 1-HOUR 
FIRE RATED GYPSUM BOARD ASSEMBLY THAT
SPANS THE CORRIDOR.

3.

THIS MEMBER ONLY: (1)
16 GAUGE WALL TRACK,
CONTINUES ACROSS
OPENING,

Police
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10
'-0

"

STEEL JOIST BEARING
 HEIGHT @ OUTSIDE

WALLS (FIELD VERIFY)

6" x 18 GAUGE or 16 GAUGE METAL STUDS USED AS CEILING
JOISTS (SEE CEILING FRAMING PLAN FOR SPACING).
COVER w/ 5/8" TYPE X DRYWALL ON BOTH TOP & BOTTOM
(TAPED) FOR 1-HOUR RATING (SEE UL DETAILS).
ADD 1/2" (NOMINAL) FIRE-RETARDANT TREATED SHEATHING
ON TOP TO PROTECT DRYWALL FROM SERVICE TRAFFIC.

EXISTING METAL STUD WALL (VERIFY SPACING)
w/ 5/8" DRYWALL EACH SIDE.

3'
-0

"

SUSPENDED CEILING SYSTEM (NEW TILES)

PROVIDE FIRE
BLOCKING AND
5/8" GYP. BD. @
OPEN CAVITIES.

4" RESILIENT BASE ON
EACH SIDE (TYPICAL). 

EXISTING CONCRETE SLAB 

SPECIFIED FINISH FLOOR

DECK FLUTES PARALLEL TO WALLDECK FLUTES PERPENDICULAR TO WALL

VERIFY EXISTING STUD WALL ATTACHMENT TO 
EXISTING BUILDING STRUCTURE OR ROOF DECK 

or:   DECK FLUTES PARALLEL TO WALLDECK FLUTES PERPENDICULAR TO WALL

(F
IE

LD
 V

ER
IF

Y 
AC

TU
AL
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IS

TA
NC

E)

10
'-0

"

ALL EXISTING WALLS TO BE REFINISHED
WITH (2) COATS LATEX EGGSHELL.

17
" A

DU
LT33

" A
DU

LT

1 1/2" O.D.
SIDE & REAR
GRAB BARS

17
" A

DU
LT

TOILET TISSUE DISPENSER
MOUNTING ZONE

15
" C

H
IL

D

15
" C

HI
LD

24
" C

H
IL

D

16" - 18" ADULT
1'-3" CHILD

6" 36" 42" 1'-0"

SEAT

7" MIN.
9" MAX.

* *

*THESE DIMENSIONS EXCEED
THE ANSI A117.1 MINIMUMS
OF 15" (ADULTS) & 14" (CHILDREN),
RESPECTIVELY

PROVIDE WOOD
BLOCKING IN WALLS
FOR ATTACHMENT
OF GRAB BARS
(TYPICAL)

39" - 41"

39
" -

 4
1"

MUST HAVE 1.5"
MIN. CLEARANCE
BELOW BAR

18
"

EXISTING STEEL JOIST
ROOF SYSTEM
(FIELD VERIFY)

6" OR 3 5/8" x 20 GAUGE METAL STUDS w/ 5/8" TYPE X DRYWALL
ON BOTH SIDES FOR 1-HOUR RATING (SEE UL DETAILS).

PROVIDE UNFACED FIBERGLASS BATT INSULATION IN
ALL NEW INTERIOR WALLS FOR NOISE CONTROL.

BOTTOM CHORD OF
EXISTING STEEL JOIST

EXISTING STEEL JOIST
ROOF SYSTEM
(FIELD VERIFY)

or:   DECK FLUTES PARALLEL TO WALL

9'
-0

"

10
'-0

"

3'
-0

"
(F
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"

(F
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E)

STEEL JOIST BEARING
 HEIGHT @ OUTSIDE

WALLS (FIELD VERIFY)

(M
AY

 V
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Y 
w/

 L
O

CA
TI
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N 

AN
D

 J
O

B 
CO

ND
IT
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NS

)

4" RESILIENT BASE ON
EACH SIDE (TYPICAL). 

ALL NEW GYPSUM BOARD WALLS TO BE FINISHED 
WITH (1) COAT LATEX DRYWALL PRIMER
PLUS (2) COATS LATEX (EGGSHELL FINISH).

SUSPENDED CEILING SYSTEM (NEW GRID + NEW TILES)

EXISTING CONCRETE SLAB 

SPECIFIED FINISH FLOOR

USE 18 GAUGE METAL TRACK WHEN CEILING
RESTS ON WALL FRAMING.

6" x 18 GA. or 16 GA. METAL STUDS USED AS CEILING
JOISTS (SEE CEILING FRAMING PLAN FOR SPACING).
COVER w/ 5/8" TYPE X DRYWALL ON TOP & BOTTOM
SIDES (TAPED) FOR 1-HOUR RATING (SEE UL DETAILS).
ADD 1/2" (NOM.) FIRE-RETARDANT TREATED SHEATHING
ON TOP TO PROTECT DRYWALL FROM SERVICE TRAFFIC.

16 GAUGE x 6" METAL TRACK AT WALLS

8'
-6

"
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"
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)

USE 16 GAUGE METAL TRACK WHEN CEILING
ATTACHES TO WALL FRAMING.

"HORIZONTAL FIRE WALL" (SEE NOTE BELOW)"HORIZONTAL FIRE WALL" (SEE NOTE ABOVE)

EXISTING STOREFRONT ENTRANCE TO BE
REWORKED (SEE SHEET A-3.1, DOORS & WINDOWS).

3'
-0

"

SUSPENDED CEILING SYSTEM (NEW TILES)

4" RESILIENT BASE ON
EACH SIDE (TYPICAL). 

EXISTING CONCRETE SLAB 

SPECIFIED FINISH FLOOR

EXISTING METAL STUD + DRYWALL BULKHEAD AT ENTRANCE 
(VERIFY ATTACHMENT TO STRUCTURE ABOVE)

or:   DECK FLUTES PARALLEL TO WALL

(F
IE

LD
 V

ER
IF

Y 
AC

TU
AL

 D
IS
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NC

E) EXISTING STEEL JOIST ROOF SYSTEM
(FIELD VERIFY)

(F
IE

LD
 V

ER
IF

Y 
AC

TU
AL

 D
IS
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NC

E)

6" x 18 GA. or 16 GA. METAL STUDS USED AS CEILING
JOISTS (SEE CEILING FRAMING PLAN FOR SPACING).
COVER w/ 5/8" TYPE X DRYWALL ON TOP & BOTTOM
SIDES (TAPED) FOR 1-HOUR RATING (SEE UL DETAILS).
ADD 1/2" (NOM.) FIRE-RETARDANT TREATED SHEATHING
ON TOP TO PROTECT DRYWALL FROM SERVICE TRAFFIC.

EXISTING GYP.
BD. CEILING @
ENTRANCE

8'
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"
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AY
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w/
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AN
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)

USE 16 GAUGE METAL TRACK WHEN CEILING
ATTACHES TO WALL FRAMING.

"HORIZONTAL FIRE WALL" (SEE NOTE ABOVE)

or:   DECK FLUTES PARALLEL TO WALLROOF MEMBRANE OVER RIGID INSULATION OVER STEEL DECK

STEEL JOIST BEARING / TOP OF EXTERIOR WALL

PRECAST CLADDING 
@ FRONT ENTRANCE. 

REPLACE THIS
GLAZING WITH
OPAQUE COM-
POSITE PANEL
OF SIMILAR
THICKNESS

EXISTING METAL STUD WALL w/ 5/8" DRYWALL
EACH SIDE (BATT INSULATION NOT SHOWN).

Sections,
Details &
Schedules

A-2.1

Varies

27
" M

IN
IM

UM

36
" M

AX
IM

UM
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MAX. MIN.
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27
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HIGH + LOW DRINKING FOUNTAINS
( FRONT VIEW )

BABY CHANGING TABLE
( SIDE VIEW )( SIDE VIEW )

34
" M

AX
. T

O
 S

U
RF
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E

5" MAX.

PAPER TOWEL
DISPENSER 

18" X 30" SS
FRAMED MIRROR

SOAP 
DISPENSER

1'-3" MIN.
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36
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D

PROVIDE PLYWOOD
BLOCKING IN WALL
OR MANUFACTURER'S
CONCEALED BRACKET
FOR MOUNTING SINK

PROVIDE PLYWOOD
BLOCKING IN WALL
w/ MANUFACTURER'S
CONCEALED BRACKET
FOR MOUNTING SINK

17" MINIMUM

SCREEN OR COVER
ALL SUPPLY &

WASTE PIPING w/
PROTECTIVE WRAP

(ADULT)

PAINTED MTL. BRACKET 

THROUGH-COLOR LAMINATE TOP
(TO BE SELECTED BY ARCHITECT)
WITH EASED EDGE 

3/4" PLYWOOD

1 x 2 STAINED POPLAR
w/ CLEAR VARNISH

CONTINUOUS DRIP 
ROUTED INTO EDGE TRIM

SEAL UNDERSIDE w/
PAINT or VARNISH

FINISHED WALL SURFACE 

1 x 3 (MIN.) WOOD CLEAT
(CONTINUOUS) - PAINTED
TO MATCH WALL COLOR 

1 
1/

2"
1/

8" 3/4" WATER-RESISTANT MDF

CONTINUOUS
BEAD OF
SEALANT
@ WALLS

1 x 3 (MIN.) WOOD BACKER
BEHIND BRACKET - PAINTED
TO MATCH WALL COLOR 

2 x 6 WOOD BLOCKING
(CONTINUOUS) 

METAL STUD WALL FRAMING 

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"
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WOMEN'S BATHROOM

1 2 3

ROOM NAME CEILING BASE FLOOR WALLS REMARKSCEILING
HEIGHT

1 2 3 1 3 4

+/- 10'-0"

1 2 34

THE DOTS REPRESENT THE
ORIENTATION (LOCATION USING
PLAN COMPASS BEARINGS)
OF EACH WALL IN EACH ROOM,
TO IDENTIFY WHAT FINISH GOES
ON WHICH WALL.

(REFER TO SITE PLANS FOR
 "PLAN NORTH") 
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COVERED ENTRY

LOBBY

DISPATCHER

DISPATCH SUPERVISOR

JANITOR
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BREAK ROOM 
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STORAGE

REVISED / CORRECTED ON 7 / 5 / 2012

ROOM FINISH SCHEDULE - FIRST FLOOR
WAKE FOREST POLICE DEPARTMENT - MAIN STATION

ROOM NUMBER

106

ñ ñ ñ

100

103 ñ 104

105

107

108

111 ñ 112

109

110

102

101

110 a

HALL115

OFFICE 119

EVIDENCE ROOM 122 ñ 124

HALL +/- 8'-6"128

OLD PATROL ROOM 113

NEW PATROL ROOM 116 ñ 117

HOLDING120

OFFICE 125

HALL129

DATA & COMMUNICATIONS114

OFFICE 118

HOLDING121

OFFICE126

FRONT DESK130
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ROOM FINISH SCHEDULE NOTES:
1. CEILING HEIGHTS ARE SUBJECT TO JOB CONDITIONS AND MAY VARY FROM HEIGHT LISTED IN TABLE ABOVE.

2. FOR THE PURPOSE OF THIS TABLE, FINISH SYSTEM DESCRIPTIONS ARE GENERIC.  THIS TABLE SHALL NOT BE USED TO LIMIT THE SCOPE OF ANY FINISH WORK.  
REFER TO PROJECT MANUAL FOR FINISH SYSTEM REQUIREMENTS, INCLUDING SUBSTRATE PREPARATION, NUMBER OF COATS, ETC.

UNISEX TOILET ROOM +/- 10'-0"131

HALL +/- 10'-0"134

OFFICE +/- 10'-0"137

STORAGE +/- 10'-0"139a

OFFICE +/- 10'-0"141

BACK HALL132

OFFICE135

COPY / WORK AREA138

STORAGE139b

OFFICE142

STORAGE133

BREAK136

CHIEF'S OFFICE139

CONFERENCE / TRAINING140

UNISEX TOILET ROOM143

+/- 8'-6"

+/- 8'-6"

+/- 10'-0"

+/- 10'-0"

+/- 10'-0"

+/- 10'-0"

+/- 10'-0"

+/- 10'-0"

+/- 10'-0"
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EX
IS

TI
N

G
 2

4"
 x

 2
4"

 G
RI

D
+ 

N
EW

 A
C

O
U

ST
IC

 T
IL

E 

5 44

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

+/- 8'-6"

LINE WALLS & INSIDE OF DOOR w/ FRP PANELS GLUED TO DRYWALL

LINE WALLS & INSIDE OF DOOR w/ FRP PANELS GLUED TO DRYWALL

CONVERT PORTIONS OF ROOM'S CEILING FROM GRID TO DRYWALL

NORTH WALLS INCLUDE EXISTING DRYWALL AND NEW DRYWALL

Police

HA EL

225 South Taylor Street
Wake Forest, NC 27587

Wake Forest
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FIRE EXIT HARDWARE,
STORAGE LOCKSET, ELECTRIC STRIKE,

ACCESS CARD READER, CLOSER,
SS HINGES, MUTES

FIRE EXIT HARDWARE,
STORAGE LOCKSET, ELECTRIC STRIKE,

ACCESS CARD READER, CLOSER,
SS HINGES, MUTES

FIRE EXIT HARDWARE,
STORAGE LOCKSET, ELECTRIC STRIKE,

ACCESS CARD READER, CLOSER,
SS HINGES, MUTES

OFFICE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

3'-4"

2" 3'-0" 2"

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

37

2"
7'

-0
"

OFFICE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

OFFICE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

OFFICE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

 ( SEE DETAIL AT LOWER RIGHT )

3'-4"

7'
-0

"

2" 3'-0" 2"

NEW UNRATED SLIDING
FLUSH WOOD DOOR + OVERHEAD TRACK

36

HIDDEN WHEEL STOP
IN OVERHEAD TRACK

CASED OPENING
INTO BREAK

ROOM BEYOND

12" S.S.
LOOP STYLE

PULL HANDLE
(OUTSIDE)

WHEEL
STOP

3'-0"

FLOOR
GUIDES

TRACK SET BY LC JOHNSON
LOOP HANDLE, FLOOR GUIDES

RECESSED
CUP STYLE

PULL (INSIDE)

5"

2 1/2"

STORAGE LOCKSET, CLOSER,
SS HINGES, MUTES

3'-4"

2" 3'-0" 2"

NEW 20 MINUTE RATED
INT. H. M. FRAME + FLUSH WD. DOOR

33

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

4. STEEL DOORS & FRAMES SHALL MEET ANSI A250.8 AND SDI 100 SPECS.
    EXTERIOR STEEL FRAMES SHALL BE 16 GAUGE, GALVANIZED.
    INTERIOR STEEL FRAMES SHALL BE 16 GAUGE, FACTORY PRIMED EXCEPT
    TOILET ROOM DOORS WHICH SHALL INSTEAD BE FACTORY GALVANIZED.

7. INTERIOR FLUSH WOOD DOORS SHALL BE FACTORY FINISHED ON ALL 6
    SIDES.  MATCH VENEER SPECIES & COLOR.  FINISH: CLEAR SATIN VARNISH.

10. CONTRACTOR SHALL PROVIDE COMPLETE & APPROPRIATE ACCESSORIES
      & TRIM SO THAT EACH ENTRANCE WILL BE FULLY FUNCTIONAL AND
      WEATHERTIGHT, WHETHER OR NOT ALL ITEMS ARE IDENTIFIED IN THESE
      CONSTRUCTION DOCUMENTS & SPECIFICATIONS.
      TYPICAL ACCESSORIES INCLUDE BUT ARE NOT LIMITED TO:
      WALL ANCHORS, WALL BUMPERS, STOPS, MUTES, SMOKE GASKETS,
      WEATHERSTRIP, THRESHOLDS, GLAZING STOPS, SEALANTS, FASTENERS.

11. ELECTRIC STRIKES: VON DUPRIN 5100 SERIES w/ 24VDC POWER SUPPLY
      (VON DUPRIN PS861) OR EQUIVALENT. SET TO "FSE" (FAIL SECURE) MODE.

**

OFFICE LOCKSET, CLOSER,
SS HINGES, MUTES

3'-4"

2" 3'-0" 2"

E

(V
ER

IF
Y 

HE
IG

HT
 A

ND
 W

ID
TH

 O
F 

O
PE

NI
NG

; A
D

JU
ST

 D
IM

EN
SI

O
NS

 O
N 

SU
BM

IT
TA

L

NOTES FOR DOORS & ENTRANCES

5. EXTERIOR STEEL DOORS SHALL BE 16 GAUGE, FACTORY GALVANIZED.

Doors,
Windows,
Entrances

& Hardware

1/2" = 1'-0"

A-3.1

NEW EXTERIOR STOREFRONT #1a ELEVATION

2. ALL GLAZING IN OR AROUND DOORWAYS (INDICATED BY THIS SYMBOL "     "
    SHALL BE TEMPERED SAFETY GLASS.

9. HARDWARE SUPPLIER SHALL ATTEND A MEETING (COORDINATED BY THE
      GENERAL CONTRACTOR) WITH THE PROJECT OWNER'S REPRESENTATIVE
      AND MAINTENANCE DIRECTOR FOR THE PURPOSES OF DISCUSSING LOCK
      FUNCTIONS,  MASTER KEYING SYSTEM AND COMPATIBILITY WITH THE
      OWNER'S PREFERRED BRANDS OF LOCKSETS.

12. GENERAL CONTRACTOR SHALL COORDINATE WITH OWNER'S SECURITY
      VENDOR FOR INTEGRATING SECURITY SYSTEM WIRING INTO THE WORK.

1.  ALL DOORS & WINDOWS ARE SHOWN AS VIEWED FROM OUTSIDE.
     VERIFY DOOR HAND AND ALL ROUGH OPENINGS BEFORE FABRICATION.

8. ALL PANIC HARDWARE ON FIRE-RATED DOORS MUST BE LABELED AS
    "FIRE EXIT HARDWARE" (LISTED FOR USE ON FIRE DOOR ASSEMBLIES).

*

6. TOPS OF ALL H. M. EXTERIOR DOORS SHALL BE SEALED (NOT U-CHANNEL).

FOR REUSE IN DISPATCH OFFICE

LOBBY STOREFRONT #1b REPLACEMENT ELEVATIONDEMOLITION ELEVATION for STOREFRONT #1b 

REMOVE ENTRANCE DOORS,
GLAZING & FRAMING

IN THIS AREA

VERIFY THIS PANEL
IS SAFETY GLAZINGVERIFY THIS PANEL

IS SAFETY GLAZING

1'-5 7/8"

(TYP.)

(T
YP

.)

1'
-5

"
3'

-6
"

3'
-4

"

3'-8"2"

4'
-8

"

2'
-1

"

2"

4'-0"

2"

4'
-4

"
2"

2'
-1

"
2"

**

SALVAGED
EXTERIOR WINDOW FRAME

10
'-4

"

1'-5 7/8"1'-5 7/8"1'-5 7/8" 1'-5" 1'-5"

1'
-5

"

2"

2" (TYP.)

(T
YP

.)
2"

2"

1'-5 7/8"1'-5 7/8"1'-5 7/8"1'-5 7/8"

16'-7"

P O L I C
P A R T M EED N T

FLOOR SLAB LINE THIS PORTION OF WALL IS
ROTATED FORWARD FOR AN

ACCURATE FRONT VIEW

FRONT LEDGE /
RECEPTION COUNTER

PLAM WAINSCOT
OVER 3/4" MDO

2"
3'

-8
"

2"

2" 1'-10" 2" 4'-10" 2" 1'-10" 2" 2" 1'-10" 2"

3'
-0

"

A

D D D1c

5'-4"

1 
1/

2"

FIRE RATED
OVERHEAD COILING DOOR FIRE RATED

GLAZING
FIRE RATED

GLAZING
FIRE RATED

GLAZING

3. FIRE RATED OPENINGS SHALL HAVE FIRE RATED + IMPACT SAFETY RATED
    GLAZING MATERIAL: PILKINGTON "PYROSTOP" OR EQUIVALENT BY SAFTI,
    SCHOTT, OR VETROTECH/SAINT-GOBAIN.

NEW 20 MINUTE RATED
INT. H. M. FRAME + FLUSH WOOD DOOR

1

10" METAL LETTERS ON 1" THICK
INSULATED COMPOSITE PANELS:
"GLAZEGUARD 1000" BY CITADEL

OR EQUIVALENT PRODUCT BY
THERMOLITE, REYNOBOND.
FACE TEXTURE: SMOOTH.

FACE COLOR: TO BE SELECTED BY
ARCHITECT FROM MANUFACTURER'S

STANDARD COLOR RANGE.

7" METAL LETTERS ON SAME
PANELS SPECIFIED ABOVE.

1" INSULATING GLASS UNITS
WITH LOW SHGC AND HIGH VT

(TRIPLE SILVER LOW-E COATING FOR
MAXIMUM SOLAR REFLECTIVITY)
ALL LIGHTS TEMPERED - TYPICAL***

**

**

**

*

*

FRAMING & GLAZING IN THIS AREA IS NEW

1'-5" 1'-5" 1'-4" 1'-4"

DOOR
TALK

STATION
ON JAMB

ELECTRIC STRIKE, ACCESS CARD READER, FIRE EXIT HARDWARE (PANIC BAR), CLOSER, PULL HANDLE, PIVOTS, FLUSH THRESHOLD.
(COORDINATE ROUTING OF COMMUNICATIONS WIRE THROUGH FRAME FOR DOOR TALK STATION BY OWNER'S SECURITY SYSTEM VENDOR

ACCESS
CARD

READER
ON JAMB

FIRE EXIT HARDWARE (PANIC BAR), CLOSER, PULL HANDLE, PIVOTS, FLUSH THRESHOLD, WEATHERSTRIP, AND BRUSH TYPE DOOR SWEEP. 

40" ABOVE FLOOR SLAB LINE*
* PROVIDE TEMPERED 1"

INSULATED GLASS LIGHTS
FOR ACOUSTIC PRIVACY.

REMOVE GLAZING
IN THIS AREA

REMOVE GLAZING
IN THIS AREA

DARKER SHADING INDICATES
NEW 1" THICK INSULATED

COMPOSITE PANELS
(SEE SPECS & NOTE @ RIGHT)

NEW 20 MINUTE RATED
INT. H. M. FRAME + FLUSH WD. DOOR

2" 3'-0" 2"

3'-4"

3" W x 33" H
FIRE RATED

GLASS LIGHT
(TYPICAL)

28

ACCESS
CARD

READER

FIRE EXIT HARDWARE,
STORAGE LOCKSET, ELECTRIC STRIKE,

ACCESS CARD READER, CLOSER,
SS HINGES, MUTES

*

3'-4"

2" 3'-0" 2"

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

5

STORAGE LOCKSET, SS KICK PLATE,
SS HINGES, MUTES, WALL BUMPER

3'-4"

2" 3'-0" 2"

10a

NEW 20 MINUTE RATED
INT. H. M. FRAME + FLUSH WD. DOOR

2" 3'-0" 2"

3'-4"

3" W x 33" H
FIRE RATED

GLASS LIGHT
(TYPICAL)

15

ACCESS
CARD

READER

*

OFFICE LOCKSET, CLOSER,
SS HINGES, MUTES

NEW 20 MINUTE RATED
INT. H. M. FRAME + FLUSH WD. DOOR

2" 3'-0" 2"

3'-4"

16

3'-4"

2" 3'-0" 2"

NEW UNRATED DUTCH DOOR
INT. H. M. FRAME + FLUSH WOOD DOOR

4

WALL BUMPER (SEE DETAILS AT RIGHT)

OFFICE LOCKSET, (4) SS HINGES, MUTES,
SURFACE MOUNTED SLIDING BOLT,

SURFACE
BOLT ON
INSIDE

S.S. COUNTER

OFFICE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

OFFICE LOCKSET, CLOSER,
SS HINGES, MUTES

3'-4"

2" 3'-0" 2"

NEW UNRATED
INT. HM FRAME + FLUSH WD. DOOR

30

FIRE EXIT HARDWARE,
PASSAGE LOCKSET, CLOSER,

SS HINGES, MUTES

3'-4"

2" 3'-0" 2"

NEW UNRATED
INT. HM FRAME + FLUSH WD. DOOR

32a

SIGN TEXT
IN RAISED

LETTERING:
THIS EXIT FOR
EMERGENCY

USE ONLY

5'
-0

"

PRIVACY LOCKSET, CLOSER,
SS HINGES, MUTES

3'-4"

2" 3'-0" 2"

NEW 20 MINUTE RATED
INT. HM FRAME + FLUSH WD. DOOR

31

(VERIFY)

2"
7'

-0
"

4'-8"

2"
7'

-0
"

2" 3'-0" 2"

NEW 20 MINUTE RATED
INTERIOR H. M. FRAME + FLUSH WOOD DOOR

34a

2" 1'-2"

*

*

MOUNT
ACCESS

CARD
READER
ON LEFT

SIDE WALL

SHELF BRACKETS

METAL TRIM / MOULDING

OFFICE LOCKSET, SS HINGES, MUTES

STORAGE LOCKSET, SS HINGES,
MUTES, OVERHEAD STOP

2'-8"

2" 2'-4" 2"

NEW UNRATED
INTERIOR H. M. FRAME

+ FLUSH WD. DOOR

39a

STORAGE LOCKSET, SS HINGES,
MUTES, WALL BUMPER

2'-8"

2" 2'-4" 2"

NEW UNRATED
INTERIOR H. M. FRAME

+ FLUSH WD. DOOR

39b

NEW 20 MINUTE RATED
INT. H. M. FRAME + FLUSH WD. DOOR

*

3'-4"

7'
-2

"

2"
7'

-0
"

2" 3'-0" 2"

34b

ACCESS
CARD

READER

3" W x 33" H
FIRE RATED

GLASS LIGHT
(TYPICAL)

3'-4"

2" 3'-0" 2"

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

38

2"
7'

-0
"

3'-4"

2" 3'-0" 2"

39

OFFICE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

EXTERIOR H. M. FRAME & H. M. FLUSH DOOR

2" 3'-0" 2"

3'-4"

4"
7'

-0
"

FIRE EXIT HARDWARE, STORAGE LOCKSET,
CLOSER, ELECTRIC STRIKE,

ACCESS CARD READER, FLUSH THRESHOLD,
WEATHERSTRIP, BRUSH TYPE DOOR SWEEP,

DOOR VIEWER, SS HINGES w/ NR PINS,
8" ARMORED KICKPLATE @ PUSH SIDE.

ACCESS
CARD

READER

32b

DOOR
VIEWER
60" AFF

3'-4"

2"
7'

-0
"

2" 3'-0" 2"

40a

3'-4"

2"
7'

-0
"

2" 3'-0" 2"

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

40b

3'-4"

2"
7'

-0
"

2" 3'-0" 2"

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

41

3'-4"

2" 3'-0" 2"

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

PRIVACY LOCKSET, SS HINGES, MUTES,
WALL BUMPER

3'-4"

2" 3'-0" 2"

NEW UNRATED
INT. H. M. FRAME + FLUSH WD. DOOR

2"
7'

-0
"

42

OFFICE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

43

PASSAGE LOCKSET, SS HINGES, MUTES,
WALL BUMPER

2"
7'

-0
"

2"
7'

-0
"

2"
7'

-0
"

NEW 20 MINUTE RATED
INT. H. M. FRAME + FLUSH WD. DOOR

STORAGE LOCKSET, CLOSER,
SS HINGES, MUTES, WALL BUMPER

3'-4"

2" 3'-0" 2"

SIGN TEXT
IN RAISED
LETTERS:

FOR ASSISTANCE
AFTER HOURS,

PRESS THE
CALL BUTTON

5'
-0

"

14

6"x 9" UNISEX
TOILET SIGN:

SHOW SYMBOLS
( PICTOGRAPHS )

FOR MAN, WOMAN
& WHEELCHAIR

SYMBOL

5'
-0

"

6"x 9" UNISEX
TOILET SIGN:

SHOW SYMBOLS
( PICTOGRAPHS )

FOR MAN, WOMAN
& WHEELCHAIR

SYMBOL

5'
-0

"

5"

5"

BRAILLE
LETTERS

ALSO

BRAILLE
LETTERS

ALSO

MTL. STUD & DRYWALL PARTITION
w/ PAINTED FINISH

1 x 4 DOOR HEAD & JAMB TRIM.
(PAINTED TO MATCH METAL DOOR FRAMES).

HEAVY-DUTY ALUMINUM BOX TRACK #2610F
by L. E. Johnson Products, Inc. (800)837-5664
(www.johnsonhardware.com) Available in the 
Wake Forest/Raleigh area thru: Lowe's, Stock
Building Supply and B.A. Hoft. Fasten to wall w/
2" x #10 screws @ 16" OC. Provide manufacturer's
standard wheel stops inside track.

FLUSH WOOD DOOR (SIZE PER PLAN)
MAXIMUM WEIGHT FOR DOOR = 200 LBS. 

COVER TRACK w/ PAINTED WOOD VALANCE
TO MATCH HEAD TRIM

(2) ADJUSTABLE HANGERS PER DOOR
w/ (3) BALL BEARING WHEELS EACH.
ATTACH TO DOOR PANEL w/
3" x #10 COARSE-THREAD SCREWS

BOX HEADER

FLOOR MOUNTED DOOR GUIDES:
1.5" x 1.5" x 1/8" x 4" LENGTH ALUMINUM 
ANGLE.  ROUND OFF ALL EDGES &  
CORNERS.  SURFACE MOUNT TO SLAB
w/ TAPCON SCREWS.

FINISH FLOOR
(CARPET)

CONCRETE FLOOR SLAB

TEFLON FURNITURE GLIDE @ JAMB.

SLIDING DOOR DETAIL
SCALE: 1 1/2" = 1'-0"

FINISH FLOOR
(CARPET)

FLOOR SLAB

DUTCH DOOR DETAILS
SCALE: 1 1/2" = 1'-0"

1'-0"

1 
3/

4"

7 3/8" 1 3/4"

STAINLESS STEEL COUNTER
ATTACHED TO LOWER LEAF

NOTCH COUNTER TO
CLEAR THE DOOR STOP

LOWER LEAF
OF DOOR
BELOW

PLAN VIEW OF COUNTER

FLUSH WOOD DOOR
PANELS (SIZE PER PLAN)
SET UP AS A SPLIT
(DUTCH) DOOR

3/4"

2 7/8"

2 7/8"

3'
-6

"

UPPER LEAF IS HINGED
INDEPENDENTLY OF
LOWER LEAF

S. S. COUNTER
ON PLYWD BASE

ATTACH 
COUNTER BASE
TO DOOR LEAF 
THROUGH 1x3
POPLAR CLEATS 

1"

1"

1"

BEVEL CORNERS
FOR SAFETY AS
SHOWN (TYPICAL)

SURFACE BOLT 
INTO STRIKE PLATE 
ON COUNTER 

Police

HA EL

225 South Taylor Street
Wake Forest, NC 27587

Wake Forest

These drawings and copies thereof are
instruments of service and as such remain

the property of David Matthew Hale
and Hale Architecture, PC.

They are licensed for one-time use,
with respect to this project only.

Any unauthorized use or duplication
in whole or in part is strictly prohibited.

With the exception of one complete set
for each party to the contract, all copies
are to be returned or suitably accounted

for to the Architect upon completion
of the work described herein.

Distribution to meet regulatory or
other official uses in connection

with this project is not to be
construed as a violation of the

Architect's common law copyright
or other reserved rights.

July 2, 2012

DMH

DMH

Station

Renovations
to the
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